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Abstract— Energy sustainability is important for field data
sensing and processing in intelligent transportation, environmen-
tal monitoring, and context awareness. Rechargeable batteries
in self-sustainable systems suffer from adverse environmental
impact, low thermal stability, and fast aging. Advancements in
supercapacitor energy density and low-power processors have
reached an inflection point, where a data-intensive (e.g., oper-
ating on high-frame-rate visual data) field-deployed system
can rely solely on supercapacitors for energy buffering. This
paper demonstrates the first working prototype of such a sys-
tem, consisting of eight 3000-Farad supercapacitors, a 70-mW
controller/harvester board, and a Nexus tablet. We address
the challenges of maintaining quality-of-service (QoS) on a
limited energy buffer. We leverage the voltage-to-stored-energy
relationship in capacitors to enable precise energy buffer mod-
eling (no more than 3% error in time-to-depletion prediction).
To achieve high precision, we find that it is necessary to account
for the variation of effective capacitance, particularly lower
capacitance at lower voltages nearing energy depletion. Modern
mobile processors operate most efficiently at very high load
(when most cycles are effectively utilized) or very low load
(when fewer cores are active at a lower frequency). We propose
delayed bursts—continuous low-power data capture and bursts
of data processing at a higher CPU configuration—to improve
the power proportionality and realize high QoS at varying energy
budget. Our working prototype has been successfully deployed
at a campus building rooftop where it analyzes nearby traffic
patterns continuously.

Index Terms— Solar energy harvesting, supercapacitors, cyber
physical systems.

I. INTRODUCTION

CONTINUOUS sensing (particularly of high-data-rate
visual information [1]) in the field enables various

emerging applications. For example, continuous images are
captured on or near a road [2] to analyze the traffic conditions,
and consequently improve transportation safety and efficiency.
In the domain of wildlife monitoring [3], [4], camera sensors
continuously capture large volumes of data in the physical
environment that is used to identify moving objects and
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activity patterns. Such continuous sensing systems can also
perform smart city environmental monitoring and emergency
sub-critical infrastructure dual tasks [5].

In these systems, data processing in the field, where data
sources reside, is crucial for continuous intelligent sensing.
First, by relying less on the unreliable (often wireless) com-
munications in the field, the system could operate at high
data processing capacity and with enhanced reliability. This
is in contrast to capture-only systems that transfer large
volume of raw data to remote processing sites which require
high speed network connections. Second, instead of passively
recording the scene, systems that are capable of processing
the data locally could identify complex events and provide
faster responses to emergent events (e.g., highway accident
and congestion signaling).

Self-sustainability is critical for successful data sensing and
processing in the field. Wire-free field systems are easy to
install and maintain. A self-sustainable field node must live on
ambient energy sources (e.g., solar cells) and energy buffering
to power the system when ambient energy is unavailable
(e.g., no solar power at night). Conventional rechargeable
battery-based energy storage has drawbacks of negative envi-
ronmental impact from their chemical compounds, and lim-
ited lifetime (≈103 charge cycles) that necessitates expensive
maintenance in the field. As an energy buffering alternative,
supercapacitors have practically-infinite lifetime (≈106 charge
cycles) due to their energy storage mechanism [6], [7]. This
implies far lower maintenance costs and environmental waste.
Supercapacitors are also free of acids and other corrosive
chemicals, furthering their environmental friendliness.

Supercapacitors have traditionally lagged far behind on
energy storage density and therefore have only been used
in ultra-low-power sensor motes [8]–[11] that run limited-
function custom software and low-intensity operations.
However, the past decade has witnessed major progress in
supercapacitor manufacturing technology, translating to sub-
stantial energy density improvements. Today, a commodity
3,000 Farad supercapacitor [6] at its rated voltage of 2.7 Volts
stores about 11 KJoules of energy. Multiple 3000 Farad
supercapacitors can store sufficient energy to sustain 12-hour
continuous data-intensive operations at 1 Watt. In the mean
time, mobile processors have advanced to levels that permit
computation intensive operations with very low power con-
sumption. These two simultaneous progresses have reached an
inflection point today that it is now possible for a field system
to use supercapacitors as its sole energy buffer and conduct
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Fig. 1. Deployed system on a seven-story building rooftop (center picture) that includes a camera, a block of solar panels, and a system box. The system
box (left-side picture) contains a Nexus 7 tablet computer (without its internal rechargeable battery) sustained by eight Maxwell 3000 Farad supercapacitors
(wrapped in black tapes), and a custom-built controller board (at the top of the box). The energy buffering capacity of the supercapacitor block is about 1.4×
that in the original Nexus 7 battery.

high-data-rate sensing and analysis. The resulted elimination
of rechargeable batteries would make field-deployed systems
much more reliable, easier to maintain, and more environmen-
tally friendly.

The stored energy in a capacitor can be theoretically mod-
eled as E = 1

2 CV 2, where C and V are the capacitance and
terminal voltage respectively. This model facilitates precise
energy budgeting and enables a field-deployed system to
operate intelligently at optimal stable quality-of-service while
maintaining energy sustainability. In contrast, precise energy
budgeting is much more challenging for rechargeable batter-
ies [12]–[14] due to their complex energy storage mechanisms
and relatively fast aging.

This paper presents our design and construction of a soft-
ware/hardware platform (pictured in Fig. 1) for continuous
sensing on supercapacitor-sustained systems. Our hardware
platform includes a custom-built 70 mW controller board that
regulates between solar power input and energy buffering and
consumption. By addressing the self-discharge (or leakage)
and voltage-dependent effective capacitance issues in superca-
pacitors, we enable precise energy buffer modeling and time-
to-depletion prediction. We further exploit adaptive features
in low-power computer systems and continuous sensing appli-
cations to optimize the application quality-of-service under
specific energy budgets. Our experimental study utilizes high-
speed image capturing and processing applications [15], [16]
on a real deployment of vehicle traffic analysis in our campus
and realistic data traces of wildlife camera traps [4].

II. RELATED WORK

Field sensor systems have been studied extensively for over
a decade [17]–[21]. Energy self-sustainability is a critical
issue for these systems. Two particular factors distinguish our
work from these prior efforts: First, existing systems typically
support only small amount of data capture using temperature,
motion, light, and humidity sensors among others, but fall

short of incorporating high data rate sensors (e.g., high-speed,
high resolution camera). High-data-rate sensing and processing
in the field is important for emerging applications such as intel-
ligent transportation [2], and wildlife camera traps [3], [4].
Second, our use of supercapacitors as the sole energy buffering
mechanism provides critical benefits of reliability, low main-
tenance, and environmental friendliness [14], [22].

Energy modeling of rechargeable battery-based systems
have been investigated in the past. Zhang et al. [12] calibrated
a battery discharge curve to produce the mapping between
observed voltage and battery energy capacity. However, they
cautioned that the mapping requires per-battery calibration and
may also lose accuracy due to relatively fast battery aging.
Dong and Zhong [13] leveraged the availability of current
sensors on some battery interfaces and expanded the mod-
eling rate through software-level event-driven power models.
In comparison, the state of a supercapacitor can be more easily
modeled from its observed terminal voltage, which enables
precise energy management and optimization at the system
level.

Although supercapacitors have been widely used in industry
(e.g., automotive [23], [24], elevators [25]), their uses in
computer systems have been limited so far. Wang et al. [26]
evaluated the effectiveness of supercapacitors in data cen-
ters as secondary, short-duration energy buffers when the
power load drops temporarily. Work by Jiang et al. [8],
Dutta et al. (Trio) [27], Zhu et al. [9], and Renner et al. [11]
utilized supercapacitors to support low-power sensor motes
(typically 10s of milliWatts or less power). We also recog-
nize that hybrid energy storage (containing both batteries
and supercapacitors) offers stronger energy density and is
particularly attractive for high-energy-use systems like electric
vehicles [24]. Our work shows that supercapacitors alone are
able to sustain off-the-shelf tablet computers and high-data-
rate sensing applications for practical field operations. This
paper addresses the hardware platform and software support
to enable such systems.
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Fig. 2. System architecture including the supercapacitor block for energy
buffering, Nexus 7 for energy consumption, and a custom-built 70mW
controller board that regulates between solar power input and energy
buffering/consumption.

The modeling and management of supercapacitors have
been addressed in the past. Zhu et al. [9] and Renner et al. [11]
proposed predictive energy management with supercapacitors
for sensor motes. Weddell et al. [10] explained that superca-
pacitor self-discharge (leakage) behavior is dependent on its
internal state. Hassanalieragh et al. [28] described the circuit
hardware design of solar power harvesting into a supercapac-
itor energy buffer. In the context of supporting continuous,
high-data-rate sensing and processing in the field, our work
studies the practical impact of supercapacitor leakage and
effective capacitance issues, as well as the interplay between
precise energy modeling and the energy-constrained adaptation
of continuous data processing systems.

Prior work on managing low-power or energy-constrained
systems demonstrated profiling-based application adapta-
tion to conserve mobile system energy by Flinn and
Satyanarayanan [29]. TinyOS [18] is an operating system
construction that was tuned for very small system images on
low-power sensor motes. Carroll and Heiser [30] as well as
Pathak et al. [31] studied energy profiling and modeling in
smartphone systems. Challen and Hempstead [32] argued that
heterogeneous, low-power systems must adjust the component
configuration in an agile fashion. Min et al. [33] devised
a prediction framework that estimates the power impact
of continuous sensing applications at installation time. The
unique contribution of this paper is that we make the first
demonstration that self-sustainable systems for continuous,
high-data-rate sensing can rely solely on supercapacitor energy
buffering.

III. PROTOTYPE SYSTEM CONSTRUCTION

We design and construct a supercapacitor-sustained system
platform for continuous sensing. Key components of our
system, which is illustrated in Fig. 2, are a Nexus 7 tablet
computer, a supercapacitor energy buffer, and a custom-
built controller board to regulate power and supply critical
power/energy statistics for software system management.

Fig. 3. Image snapshots of our camera sensing workloads. (a) Traffic analysis.
(b) Objects in a river.

A. Application Workloads

A motivating application area for continuous data sensing
and processing in the field is intelligent transportation [2].
These systems capture and analyze data streams of live
road conditions for better traffic safety and efficiency [2].
In particular, a traffic trajectory analysis application [16]
can monitor vehicle movements and extract their trajectories
to enable the analysis of roadway conflicts [34], dangerous
pedestrian violations [35], and the effectiveness of new traffic
treatment [36]. We deployed the traffic trajectory application
on a building rooftop-based field system to study the street
and parking lot traffic condition in our campus. Fig. 3a shows
an image snapshot captured during our deployment that shows
annotated vehicle trajectories.

Another important application area is environmental camera
traps [3]. Specifically, a field system may capture and monitor
a live stream of images from a camera. We run the ZoneMinder
application [15] to difference each newly captured image
against a background scene computed by averaging a series of
recent past images. Such differencing can detect motion or new
objects (like roaming animals in the park or floating logs in
the river). Fig. 3b provides an image snapshot that shows a log
floating in the Genesee river next to our university campus.

B. Computing Platform

High-speed processing of high-frame-rate images requires
substantial computational capability that is not available on
simple mote-based wireless sensor nodes. Data processing
applications (e.g., OpenCV [37]) and associated tools also
desire a conventional software environment (e.g., Linux).
We selected the Nexus 7 tablet computer containing a Tegra3
quad-core mobile processor [38] in our prototype system.
We disabled the display and other unnecessary components
to minimize its power consumption. Furthermore, we did not
use the GPU [39] inside Tegra3. Tegra3 allows multiple CPU
speed options from a single active core at 102 MHz to four
active cores at 1.2 GHz with a wide dynamic power range.
Total idle system power is 0.54 Watts using a single active core
at 102 MHz. With four active cores at 1.2 GHz, 35 frames/sec
operation of ZoneMinder, the system consumes 3.35 Watts and
a CPU-intensive microbenchmark consumes 5.13 Watts.

We support field operations for the Nexus 7 on solar energy
harvesting. Some applications only work during the day when
there is sufficient light for camera operations. Others operate
continuously through the night when collecting data over night
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is possible. We target the support of at least 14 hours of system
operation on buffered energy (with no power harvesting). This
can be a dark night or an overly cloudy day.

C. Supercapacitor Provisioning

A detailed discussion of supercapacitor provisioning can be
found in [40] and [41]. Based on this foundation, we use eight
serially-connected Maxwell BOOSTCAP BCAP3000E [6]
supercapacitors in our system, with a rated voltage of 2.7 Volts,
and a rated capacitance of 3,000 Farads for each. This block
occupies a volume of 8" × 7" × 7" and weighs roughly 11 lbs
and can store a total energy in the amount of

ESC = 8 × 1

2
× 3000 × (2.7)2 = 87, 480 Joules (1)

D. Custom Controller Board
As depicted in Fig. 2, we have used a custom controller

board which buffers solar energy on supercapacitors, delivers
power to the tablet, measures solar power and supercapacitor
voltage and communicates the data to the tablet. The custom
controller board is built upon the design introduced in [40],
consumes ≈ 70 mW and has the following features and energy
harvester, a PIC μController to run the harvesting algorithm,
a Bluetooth module, and a 5 V voltage regulator to provide a
constant voltage to the Nexus 7 tablet.

IV. SUPERCAPACITOR ENERGY MODELING

The limited energy storage on the supercapacitors requires
careful energy budgeting and utilization. Motivated by the
simple voltage-to-energy relationship of E(V ) = 1

2 CV 2,
we enable precise energy buffer modeling and time-to-
depletion prediction on supercapacitor-supported systems [42].
Specifically, assuming an incoming power supply of Psupply ,
a portion of which is consumed by the system without being
buffered by the supercapacitors (denoted as Pload ), we can cal-
culate the time it takes to charge or discharge a supercapacitor
block—

t = E(Vstart) − E(Vtarget)

Pload − Psupply
(2)

where Vstart and Vtarget are the terminal voltage values of the
entire supercapacitor block at the beginning and the targeted
times, respectively. We call this the time prediction model.

We can also use the model to identify the proper power load
such that the supercapacitor block can reach the target voltage
in a specific time t—

Pload = Psupply + E(Vstart) − E(Vtarget)

t
(3)

We call this the power budget model. The accuracy of these
supercapacitor models is critically affected by the following
two issues.

A. Leakage Modeling
A supercapacitor is made out of activated carbon parti-

cles immersed in an ionic solution (electrolyte). When the
terminal voltage of the supercapacitor increases, due to the
impurities in the carbon-electrolyte interface, undesired redox

Fig. 4. Self-discharge (leakage) power for our 8-supercapacitor set at
operating and overcharged voltages.

operations take place in the electrolyte, causing the charge
to decrease. This phenomenon manifests itself as decreased
voltage at the supercapacitor terminals even without external
load (i.e., self-discharge, or leakage) [43]–[45]. The leakage
affects the supercapacitor energy modeling because the energy
is consumed by the system load as well as the leakage.

We measured the leakage of our supercapacitors at different
voltage levels. The leakage can be computed by subtracting
the power load from the loss rate of the stored supercapacitor
energy. To accelerate this measurement process, we applied
a small power load of about 0.1 W during the measurement.
The experiment lasted for more than 10 days to cover the full
range (22.8 V to 7 V) of operating and overcharged voltages.

Fig. 4 illustrates the results of our leakage measurements.
The leakage is significant (0.69 W) at the overcharged level
of 22.8 V. As explained in Sec. III-C, overcharged superca-
pacitors are unsafe to operate and we do not use them for the
remaining experiments in this paper. With the normal operating
voltages, the leakage is about 0.07 W at the top 21.6 V and
decreases rapidly to negligible levels as the voltage approaches
19 V and lower. Without the additional 0.1 W load we added
to measure leakage at different levels, we have observed
another identical block of eight BCAP3000 supercapacitors
to reach ≈ 16 V after about a year. Therefore, we conclude
that, leakage is only a minor concern at the high end of
the rated voltage of the supercapacitors for a field system
(e.g., 19 to 21.6 V for our 8-supercapacitor block).

Using the profiled leakage power at each voltage level,
we augment our supercapacitor energy models to include
leakage effects. For the time prediction model that predicts
the time to reach a target voltage under a certain power load,
we compute it through a discrete-time simulation. Specifically,
we assume that, under a normal power load, the leakage power
Pleakage during a short time duration �t (e.g., 1 second) is
constant and can be looked up through our profiled leakage
power at each voltage level. Let Vt be the supercapacitor block
voltage at time t , then the voltage at time t + �t can be
computed by:

Vt+�t = E−1
(

E(Vt ) − �t (Pload + Pleakage − Psupply)
)

(4)

Our discrete-time simulation incrementally repeats this com-
putation to predict the reachable voltage at an arbitrary future
time, and can also predict the time to reach a target voltage.
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Fig. 5. Effective capacitance at different terminal voltages. The capacitance
is noticeably lower at low voltages.

Next we consider the leakage-aware power budget model
that estimates the proper power load to reach the target voltage
in a specific time. Built on the above time prediction model, we
compute the power budget model using an approach similar to
the Newton-Raphson method in numerical analysis. We start
from two inaccurate bounding power load estimates—one too
high (leading to shorter time to target voltage) and one too low
(resulting in longer time to target voltage). We then take the
middle of two bounding voltages and, depending on whether
its time-to-target-voltage is too long or too short, decide on
two new bounding voltages with a smaller gap. We repeat this
process until the two bounding voltages are close enough to
produce a low-error estimate.

B. Voltage-Dependent Effective Capacitance

Our energy model is also affected by an important oper-
ational characteristic of supercapacitors: the energy storage
capacity (i.e., the capacitance) increases at higher terminal
voltages. This concept has been captured in [46]–[48]. In these
studies, the capacitance of the supercapacitors increase at
higher voltages, as depicted in Fig. 5, which introduces a cubic
term to the stored energy, as follows [48]:

E(V ) = 1

2
C0V 2 + a

3
V 3 (5)

Using C0 and a determined above, the total energy stored
in our supercapacitor block can be computed from Equation 5
as E(V ) = 155 V 2 + 1.2667 V 3.

V. SYSTEM ENERGY MANAGEMENT

Our supercapacitor energy buffering mechanism provides
limited energy storage with precise modeling and budgeting.
Such a precise energy model enables efficient system man-
agement and adaptations under specific energy constraints.
In particular, we can maximize the application quality-of-
service while maintaining the energy sustainability of continu-
ous data sensing and processing systems. Additionally, today’s

dynamic-power computing platforms offer opportunities for
system and application adaptation under a given power budget.

A. Energy Sustainability and QoS Stability

Our system targets continuous sensing. Given a limited
energy budget, we must plan and adapt its operation to avoid
depleting the buffered energy prematurely. It is also desirable
to maintain high, stable quality-of-service in the continuous
data sensing and processing. In particular, it would be poor
service if the system maintains a high-frame-rate operation
over some periods of time but has to substantially degrade
the frame rate at other time periods. Our models presented
in Section IV enable us to apply feed-forward control [49]
to determine an appropriate operational frame rate. We set a
target tuple of time (when the system can resume charging)
and supercapacitor voltage (minimum voltage that can keep
system running plus a small margin). Based on Equation 3,
the operating power load (and consequently the operational
sensing frame rate) can then be determined by the current
supercapacitor voltage and the estimated solar input power.

Our system primarily relies on the model-driven feed-
forward control but also includes feedback adjustments to
prevent the buildup of modeling errors. We periodically mon-
itor the supercapacitor voltage and adjust the system operat-
ing state accordingly. Note that both precise energy model-
ing (feed-forward control) and periodic adjustment (feedback
control) are necessary to ensure high-quality, stable operations.
Without precise energy modeling, periodic adjustment alone
may still prevent the system from shutting down prematurely,
but high energy modeling errors would require large QoS
fluctuation for correction.

B. Model-Driven CPU Configuration Adaptation

At a given power budget, we need to identify the maximum
quality-of-service (data sensing frame rate) in operational
management. Modern CPUs offer a range of configurations
with different CPU core counts and core frequencies. Multi-
ple CPU configurations provide the opportunity for energy-
constrained configuration adaptation. In particular, while a
lower CPU configuration (fewer cores at a lower frequency)
is generally more energy-efficient—consuming less power for
the same rate of work, it suffers from a lower maximum data
frame rate—possibly unable to fully utilize the power budget.
An intelligent system must consider multiple possible CPU
configurations to select the one producing the highest quality-
of-service at a given power budget.

We build a power consumption model, characterizing the
relationship between data frame rates and power consumption,
under each candidate CPU configuration. Intuitively, the data
rate is proportional to the resource utilization (CPU and
memory activities) which is then linearly correlated with the
system power consumption [50]—

P = Pidle + ccapture × rcapture + cprocess × rprocess (6)

where Pidle is the idle power, rcapture and rprocess are data
frame rates (fps) for data capture and processing respectively.
ccapture and cprocess are coefficients in the linear model.
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Fig. 6. Data capture+processing power consumption at a range of CPU
configurations and application frame rates. For each CPU configuration, the
experiments end at the maximum achievable frame rate. We also show a linear
fitting of the frame rate to power each CPU configuration.

Work by McCullough et al. [51] pointed out that the linear
power model may not be valid on modern multicore processors
due to unpredictable resource contention and device intrica-
cies. Varying resource contention, however, has not manifested
in a significant way for our system. We attribute it to two
reasons. First, continuous data sensing and processing applica-
tions exhibit stable resource usage patterns over time. Second,
their data stream processing only reuses data with small
distances (processing current or nearby frames) and therefore
make more uses of the smaller, core-private caches than the
larger, shared last-level cache. In a specific experiment, we run
our traffic trajectory analysis application (described earlier in
Section III-A) on the Tegra3 quad-core processor at 1.0 GHz
CPU frequency with varying data rates from 1 fps to the peak
of 19 fps. The processor performance counters report very
stable Instructions-per-Cycle values (mean 0.510; standard
deviation 0.013, or 2.6% of the mean) which suggests little
variation of resource contention.

The Tegra3 chip in our Nexus 7 system allows a range
of CPU configurations with different CPU core counts and
core frequencies. We select four representative configurations
in our study: I) 4 active CPU cores at 1.0 GHz, II) 4 active
CPU cores at 640 MHz, III) 1 active CPU core at 475 MHz,
and IV) 1 active CPU core at 102 MHz.

We collected data on the power consumption under different
data capture and processing rates and calibrated the power
model for each of our four chosen CPU configurations. Fig. 6
shows our measurement and modeled power consumption for
data capture+processing experiments.

To meet a power budget Pload , our model-driven CPU
configuration adaptation works as follows. Under a specific
CPU configuration, the power model in Equation 6 allows us
to compute the application frame rate to meet the target power
load—

rtarget = Pload − Pidle

ccapture + cprocessing
(7)

We perform such frame rate computation for each candidate
CPU configuration and then choose the one supporting the
highest data frame rate.

1) Delayed Burst Processing: The CPU configuration adap-
tation presented above assumes a constant rate of data capture
and processing. While a constant data capture rate is necessary
for the continuous sensing purpose, the processing of cap-
tured data can be delayed. In particular, we explore delayed
burst processing where the application alternates between
two phases—a capture-only phase that stores the captured
data without processing, and a burst processing phase that
processes all previously captured data at the highest data rate
allowed by the CPU configuration.

Under the delayed burst processing, only the burst process-
ing phase needs a high CPU configuration while the
capture-only phase can remain at an energy-efficient low
CPU configuration. This is more energy-efficient than the
static CPU configuration selection that may have to remain
at a high CPU configuration at all time. More fundamen-
tally, such heterogeneous, two-phase computing exhibits much
stronger power proportionality than a static configuration
does [32], [52]. Under a pair of CPU configurations (a low
configuration for the capture-only phase and a burst configu-
ration for the burst processing phase), we compute the appli-
cation frame rate rtarget to meet the target power load Pload .
Another important variable in this computation is the time ratio
of the two phases through the execution. We use (1 − δ):δ to
represent the ratio between the capture-only time and burst
processing time.

Let the power model parameters under the low and
burst configurations be Plow

idle /clow
capture/clow

processing and Pburst
idle /

cburst
capture/cburst

processing respectively. Further let the burst process-
ing rate be rburst . We can then compute the target frame
rate rtarget and burst processing time ratio δ by solving the
following two-variable quadratic equations—

rtarget = δ × rburst (8)

Pload = (1 − δ) × (Plow
idle + clow

capture × rtarget)

+ δ × (Pburst
idle + cburst

capture × rtarget

+ cburst
processing × rburst ) (9)

We perform such target frame rate computation for each
candidate pair of low/burst CPU configurations and then
choose the pair supporting the highest data frame rate. Our
delayed burst processing bears resemblance to computational
sprinting [53] in terms of an elevated CPU configuration
for bursty work. However, our different objectives (long-term
energy efficiency for delayed burst processing vs. short-term
fast responses for computational sprinting) demand different
policy decisions. In particular, since the CPU overclocking
hurts the long-term energy efficiency, burst processing at the
highest CPU configuration is often the wrong choice for
our approach. Instead, the optimal burst processing CPU
configuration is typically the lowest configuration to fully
utilize the power budget while the optimal capture-only CPU
configuration is even lower to gain the maximum energy
efficiency.

C. Model-Driven Duty-Cycle Management

CPU configuration adaptation is effective when the CPU
power consumption dominates the overall system power.



3378 IEEE SENSORS JOURNAL, VOL. 18, NO. 8, APRIL 15, 2018

When this is not true (e.g., large static power of peripherals),
we would need a more general approach to control the
power/QoS tradeoff.

We take advantage of the suspension feature of low-power
devices which typically consume minimum power during sus-
pension (60 mW for our Nexus 7 tablet). Therefore the overall
energy consumption of a device operation is approximately
proportional to the amount of its active (non-suspension)
time. This motivates a simple duty-cycle management that
adjusts the active/suspension ratio to control the device power
consumption. Let the power under active execution and system
suspension be Pactive and Psuspend respectively. Let α be the
active ratio. Then the average system power consumption is—

Pload = α × Pactive + (1 − α) × Psuspend (10)

While being simple and effective, the drawback of duty-
cycle management (compared to our CPU configuration adap-
tation approach in Sec. V-B) is that the system would not be
able to collect and process data during the suspension period.

D. Software Architecture and Implementation

In our software architecture, the operating system only
provides the basic mechanisms for necessary information
reporting and CPU configuration control (all exposed through
the Linux sysfs interface). All energy modeling and system
adaptation optimization work is preformed by the application
at the user space. The application-controlled approach eases
the integration of application semantics with energy modeling
and optimization.

We install Ubuntu 13.04 on the Nexus 7 and modify the
Linux kernel to allow application privilege of directly con-
trolling the CPU configuration. A target application is linked
with a monitoring/control thread. It monitors the supercapac-
itor terminal voltage and determines the appropriate power
load according to the energy model and desired operational
condition (e.g., reaching a target voltage at a specific time).
The application profile is then utilized to determine the appro-
priate CPU configuration or duty-cycle policy. Accordingly,
the control thread exerts appropriate control—injecting delays
into the worker threads or suspending/waking up the system.

VI. EVALUATION

We built a measurement platform to acquire important met-
rics for our evaluation. Specifically, we connected an Agilent
34410A Digital Multimeter to measure the supercapacitor volt-
age and current with high precision, as described in [48]. The
product of the voltage and current measurements yields our
system power consumption. We logged the voltage and current
read-outs to an external machine once every 10 seconds.

Our field device is capable of coarse-grained, internal log-
ging of application processing performance (frames per sec-
ond rate) and controller-reported voltage/current statistics.
This coarse-grained logging, at the frequency of once every
10 minutes, consumes very little power. Therefore, for the
field system’s production run, we did not use the Agilent
multimeter or the data logging machine to eliminate the need
for additional power sources for these two devices.

Our evaluation targets two distinct goals of i) focusing
on our core innovation of supercapacitor-sustained computing
and ii) demonstrating the practical impact at the full-system
scale. We take an incremental evaluation approach: Sec. VI-A
starts with an evaluation of supercapacitor energy modeling.
Sec. VI-B evaluates CPU configuration adaptation in a lab-
oratory setup using only core system components (no solar
panels or peripheral camera, using video as the input data
source) under night-time conditions (eliminating the need for
solar power modeling). Finally, Sec. VI-C presents results
from a real system deployment with a full set of peripherals
in a 24-hour operational period. Applications and workloads
were explained earlier in Sec. III-A.

A. Supercapacitor Energy Modeling

We evaluate the accuracy of our supercapacitor energy
models using the two energy model utilization scenarios
described at the beginning of Sec. IV. First, the time prediction
model predicts the time to reach a specific target voltage
(e.g., effective depletion of usable energy) under a given power
load. Second, the power budget model estimates the power
budget that would utilize the stored energy in a certain amount
of time. The power budget is then used to determine a proper
application quality-of-service (QoS) in operations.

1) Evaluation of Time Prediction Model: We compare the
accuracy of three supercapacitor energy models—

1) the base model in Equation 2 without considering super-
capacitor leakage or voltage-dependent capacitance,

2) the leakage-aware supercapacitor energy model
presented in Sec. IV-A,

3) and the additional management of voltage-dependent
effective capacitance presented in Sec. IV-B.

Figure 7 shows the accuracy of three models in predicting
the time to reach specified voltages under idle (0.55 W — left)
and peak (3.23 W — right) operational load levels for the
ZoneMinder-based environmental camera traps. We also show
results in two modeling durations (top/bottom rows)— from
the full charge of 21.6 V and from 8 V. The shorter-duration
modeling accuracy is particularly valuable for systems that
make periodic model adjustments in production.

We find that the base and leakage-aware models produce
almost identical results under all evaluation cases. This vali-
dates our leakage profiling result in Sec. IV-A that the super-
capacitor leakage is insignificant during its normal operating
voltages (in fact almost completely absent at 19 V and lower
voltages). It produces no observable effect for practical system
energy management purposes.

On the other hand, there is a clear effect of modeling the
voltage-dependent effective capacitance, particularly at low
voltage levels when the system energy is near depletion.
Specifically for modeling the idle load from 8 V to 7 V,
the effective capacitance model exhibits 3.3% error in predict-
ing the time to energy depletion, compared to 7.2% error under
the leakage-aware model without considering the voltage-
dependent effective capacitance. For the peak load operation,
the effective capacitance model reduces the modeling error
from 8.8% to 1.9%.
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Fig. 7. Time prediction evaluation—Accuracy of different supercapacitor energy models in predicting the time to reach a certain target voltage under
specific power loads. The left two plots illustrate the results under idle load while the right two plots show the results under a high-load condition for the
ZoneMinder-based environmental camera traps. The top two plots illustrate the results of modeling the operational time from the full charge of 21.6 V for
the supercapacitors while the bottom two plots show the results of modeling from 8 V to 7 V.

The interesting curvy voltage patterns in Fig. 7 (bottom
right) are due to the charge redistribution phenomenon at
the supercapacitor block [46] which are observable when the
power consumption levels exhibit some periodic fluctuation.

2) Evaluation of Power Budget Model: We assess the effec-
tiveness of supercapacitor energy models in guiding applica-
tion frame rates to utilize the stored energy by a certain amount
of time. In this evaluation, we run the traffic trajectory analysis
application to assure operation continuation during the night
time while achieving the best application QoS. Our particular
objective is that, starting a 14-hour dim period (part of the day
without solar supply) with a fully-charged supercapacitor unit,
we arrive at a target voltage by the end. We choose 7 V as our
target voltage since, at 7 V, the supercapacitor can continue
to support the system for another hour of processing after the
dim period in case there is no solar input at all.

We compare two models: the base model and the effective
capacitance model. For the base model, the above constraint
yields an energy budget of 78,321 J which corresponds to
an average power consumption of 1.554 W. For the effective
capacitance model, the energy budget is 76,809 J and the
average power consumption is 1.524 W. According to the
static model driven CPU configuration described in Sec. V-B,
the configuration with 4 active CPU cores at 640 MHz yields
the highest application frames rate, which is 6.9 fps for the
base model and 6.4 fps for the effective capacitance model.

We consider two application operating approaches. The first
approach uses the supercapacitor energy budget to determine
the application frame rate at the beginning of the 14-hour dim
period and maintains the frame rate consistently until the end.
The second approach makes periodic (hourly in our exper-
iments) assessment of supercapacitor voltage and buffered
energy, and readjust the application frame rate accordingly.

Such periodic model adjustments prevent error buildup and
ensure on-time energy depletion, but they run the risk of
producing unstable quality-of-service.

Fig. 8 shows that the precise energy budgeting yields ben-
efits in both application operating approaches. For operations
with consistent QoS, the base supercapacitor model exhausts
the energy 51 minutes earlier than planned while the effec-
tive capacitance model reduces the error to 22 minutes. For
operations with hourly adjustments, both models can support
continuous operation for 14 hours as expected. On the other
hand, the base supercapacitor model delivers unstable quality-
of-service and its application frame rate plunges to 2.9 fps in
the last hour. We attribute this to two reasons: 1) the voltage-
dependent capacitance deviation is particularly pronounced at
low voltages, as explained in Sec. IV-B, and 2) the cumulative
effects of erroneous energy budgeting and control have to be
reversed in a short amount of time. In contrast, the application
frame rate under the effective capacitance model is consis-
tently above 6.2 fps throughout the entire operation.

B. CPU Configuration Adaptation

A precise energy budget, together with a parametrized
power consumption model, allow intelligent selection of the
CPU configuration and dynamic application adaptation to
achieve higher quality-of-service. In our experimental setting,
the system tries to sustain continuous operations during a
14-hour dim period while providing the best sustainable QoS.

We compared two different system/application management
approaches presented in Sec. V-B:

• The first approach used the model-driven CPU config-
uration to select the best static configuration that opti-
mized for the QoS while ensuring continuous operation.
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Fig. 8. Power budget evaluation—Effectiveness of supercapacitor energy models in guiding application operational frame rates to utilize the stored energy
by a certain amount of time. The experiments were performed for the traffic trajectory analysis application. The left two plots illustrate the supercapacitor
voltage and application frame rates under operations of consistent frame rates. The right two plots show the results when the system makes hourly assessment
of remaining supercapacitor energy and adjustment of application frame rates.

Fig. 9. Power consumption, application frame rate under model-driven static
CPU configuration and delayed bursts.

Based on Equation 7, with a 1.52 W target power, the con-
figuration with 4 active CPU cores at 640 MHz yielded
the highest application frame rate, which was 6.4 fps.

• The second approach employed the delayed burst process-
ing to further enhance the QoS. Using Equation 9 to
compute the CPU configurations for the two phases of the
delayed burst model (capture-only and burst processing),
we derived 1 active CPU core at 475 MHz and 4 active

Fig. 10. Quality-of-service under the two model-driven system adaptation
approaches over a range of power budgets.

CPU cores at 640 MHz respectively. We also computed
that the ratio of (capture only)-to-burst time should be
0.15:0.85 (δ = 0.85) and the application’s achieved QoS
was 9.3 fps.

While both approaches can ensure continuous operations
through the 14-hour dark period, they exhibit different
power consumption and application frame rate patterns.
Fig. 9 illustrates these results. The pulse-shaped power
consumption pattern in delayed bursts is due to the peri-
odic switches between low-power capture-only and high-
power burst-processing phases. The spikes are due to burst
Bluetooth communication between the Nexus 7 tablet and the
PIC controller.

In terms of application QoS, the delayed burst optimization
(achieving 7.8 fps and higher) produced 30% enhancement
over the static configuration (achieving 6.2 fps and higher).
Fig. 10 compares the achieved quality of service (frames
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Fig. 11. System duty-cycle ratio and supercapacitor voltage changes in 24-hour periods of our outdoor system deployment under sunny (A), overcast (B)
and mixed (C) weather conditions.

per second rate) between the two model-driven approaches
over a range of power budgets. The delayed burst approach
shows substantial benefits over the static configuration in some
cases. The improvement on the frames/sec rate is at least 25%
for power targets of 0.7–0.9 W, 1.4–1.5 W, and 2.2–2.5 W.

C. Real System Deployment

We deployed our system on the rooftop of a seven-story
building (Fig. 1) at our university campus. Our waterproof
system monitors a street and parking lot in front of the
building and analyzes traffic patterns continuously; its energy
management goal is to: 1) stay above 8 V by 8 AM each
morning when the energy harvesting resumes; and 2) provide
a stable QoS throughout the rest of the day. Our power budget
model calculates an appropriate power load based on current
supercapacitor voltage and predicted solar power supply.

Our real system deployment faces two additional challenges,
in comparison to the laboratory experiments: 1) we need
a camera to capture live data. Unfortunately, commodity
cameras (including the one we use) do not exhibit strong
power-proportionality features that CPUs possess [54]. Their
significant static power (≈1 W in our camera) renders CPU
configuration adaptation ineffective. Therefore we use duty-
cycle based management (Sec. V-C) in our deployment.
During the active (non-suspension) period, we set the CPU
configuration to 4 core/640 MHz and fix the application
processing at 7 frames/second. We adjust active system dura-
tion over 5 minute intervals to achieve the average target power
load. 2) our deployed system supports a 24-hour operation
and it uses solar panels to harvest power during the day,
which necessitates a solar power prediction model, which
has been investigated in [55] and [56]. While a precise night
time energy model is crucial for system sustainability, daytime
energy management does not have to be accurate (i.e., energy
is not about to be drained). Our system predicts the solar
power supply based on a simplified algorithm from [56], which
estimates solar power in different time slots based on the same
time slots in previous days.

Figure 11 shows the deployment result under various
weather conditions. In all cases, we maintain a stable

night-time QoS by precise supercapacitor budgeting and power
management. The day-time QoS is less stable due to the
imperfect solar supply model. Yet, our system shows a strong
adaptability during the day. It keeps a high QoS in a sunny
day, reduces the duty-cycle ratio when it is overcast and adapts
accordingly under mixed weather condition.

VII. CONCLUSION

In this paper, we demonstrated the feasibility of a self-
sustainable, high data rate system that is powered solely from
a supercapacitor buffer through a real physical prototype; our
prototype is capable of performing high-speed, high-resolution
camera-driven data sensing and processing. We presented a
precise model for the supercapacitor buffered energy and
addressed issues that are unique to our system. We discovered
that although leakage (self-discharge) is generally a concern
for supercapacitor-based systems, such leakage power is not
significant for high-data-rate sensing and processing systems.
Our measurements show that this is a minor problem (0.07 W
leakage at 21.6 V and quickly approaching zero at lower
voltages). Our result is in direct contrast with low-power
sensor systems [9] that report the impact of supercapacitor
leakage to be much larger. Furthermore, we found that the
voltage-dependent capacitance issue —where the supercapaci-
tor capacitance decreases gradually as the voltage decreases—
can not be ignored. It will lead to an energy over-estimation
when the stored energy is near depletion (i.e., at low voltages)
and results in plummeting quality-of-service. We addressed the
voltage-dependent effective capacitance using a discrete-time-
simulation-based supercapacitor energy model.

Overall, our precise supercapacitor model reduced the time-
to-depletion prediction error from 7–9% to 2–3% compared
to the naïve model. This extended the operation time by
29 minutes and stable QoS while the naïve model depleted
the buffered energy earlier and experienced a 50% QoS
reduction at the end. Under the precise energy buffering
model, we further presented the software support to adapt
the application for continuous operations and high quality-of-
service. In particular, in dynamic power, variable-configuration
systems such as Tegra3 in the Nexus 7, we determined that,
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while the capture operation has to continue at a steady rate, the
processing of the frames can be delayed and computed in burst
mode, and therefore maximize the time for energy-efficient,
low-power capture-only executions. This approach, we call
delayed bursts, greatly enhanced the application frames-per-
second rate substantially compared to the optimal static CPU
configuration (by over 25% at a wide range of power budgets).
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